
  Technical data Sheet Ð HAC415-300

Hillstone AC load bank, Type ref: HAC415-300
! Simple operation
! Safety isolation contactors
! Fan fail protection
! High power up to 300KW
! Fuse protection
! Emergency Stop 

The Hillstone HAC415-300 load bank is designed for AC generator and UPS load testing 
All units incorporate force cooled high power resistor elements. 
Safety features including load bank shut down upon fan failiure.

The load bank remote control offer fan start, switched on / off contactor load selection.  
On board load bank controls include emergency stop push button, control circuit on & off.
Cable terminations via gland plates.

Specification
Type ref:                  HAC415-300

Nominal AC voltage ranges 415V
Frequency 50hz/60hz
Max power rating 300KW
Load steps from 1kW to maximum load 
Panel mounted controls Emergency stop & start button and load channel via iHHC remote controller 
Cable termination chamber Stud connection for 3 phase, 4 wire + earth, star connection
Cooling Fans 415V 50hz operation derived from the test source
Case size 1750mm long x 1350mm high x 1300mm wide
Weight 300kgs approx 
Finish RAL 7032 to a high quality paint finish
Resistor types 10mm stainless incoloy sheath elements
Resistor tolerance ±5%
Environmental protection rating Electrical Controls IP54

Element chamber IP21
Designed for outdoor operation and to be mounted for horizontal airflow
Integral designed sun shield

Operating temperature range 0 Ð 40 deg C
Storage temperature range 0 Ð 80 deg C
Movement Forklift pockets
Optional extras Trailer Mounting

Panel mounted digital display, for Volts, Current and Watts
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Hand Held Controller

The iHHC ( hand held controller interface ) gives remote interface and control of the load bank and operates 
in 2 modes: - Running Load Mode or Load Adjust Mode.  
The 7 segment LED display is colour coded for the 2 operating modes ( red or green ). 

When the iHHC is running in Load Adjust Mode, the operator can select, using incremental digit button, the 
required load e.g. 450 KW, and then select ACCEPT.  
The iHHC will then display the Running Load Mode of 450 KW and the operator can make incremental 
LOADUP or LOADDOWN adjustment during real time operation.  

At any time the display can be toggled between the 2 display modes to allow another load profile to run on the 
generator.

The iHHC communicates using a 3 wire bus and can operate over long distances.  Standard connection cables 
are offered at 10m and 20m, with additional lengths available upon request.

The iHHC can be used to control multiple paralleled load banks, without the need for any software revision.  The 
iHHC will calculate and display the new maximum available load.

Optional extra feature descriptions

Load bank instrumentation 
is available via a self contained panel mounted AC power meter
This meter gives full AC measured parameters such as volts, amps, KVA, pF 
etc

Transportation trailer
The load banks can be supplied on standard UK road 
trailers as shown.

HAC415-700 illustrated
Notes 

1. Information in technical literature, quotations or data sheets are intended to be correct at the time of 
publication. Hillstone Products Ltd bears no responsibility for the accuracy of any information given.

2. We reserve the right to make detail changes to specification, components, dimensions or weights at the 
time of design or manufacture without prior notice.

3. All information in this data sheet is the intellectual property and copyright of Hillstone Products
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